Biodegradability of Green Power Solutions Lubricants:
Fully Synthetic fluids are typically more biodegradable than mineral oil fluids. Biodegradable fluids minimize the environmental impact through normal use or in the case of accidental lubricant loss. 

The Umweltbundesamt (UBA) has confirmed that these base fluids meet biodegradable criteria under  RAL-UZ-79 (Blue Angel standard for rapidly degradable fluids)

Toxicological Data:

ORAL TOXICITY: (RATS)

Base Fluid Oral Toxicity: Practically non-toxic (LD50:greater than 2000 mg/Kg). Based on similar products and/or the components.
DERMAL TOXICITY: (RABBITS) practically non-toxic (LD50: greater than 2000mg/kg.) – Based on testing of similar products and/or the components.

EYE IRRITATION (RABBITS) : Practically non-irritating (Draize score: greater than 6, but 15 or less) – based on testing of similar products and/or the components.

ECOTOXICITY: Rainbow Trout LL50 (96 Hour)  > 1,056 ppm

RCRA INFORMATION: The unused product , in our opinion, is not specifically listed by the EPA as a hazardous waste (40 CFR, part 261D) , nor is it formulated to contain materials which are listed as hazardous waste. It does not exhibit the hazardous characteristics of ignitability, corrosivity, or reactivity. The unused product is not formulated with substances covered by the Toxicity Characteristic Leaching Procedure (TCLP) . However , used product may be regulated.
TRANSPORT INFORMATION:

USA DOT: Not regulated by USA DOT

RID/ADR: Not regulated by RID/ADR
IMO:          Not regulated by IMO

IATA:         Not regulated by IATA.

NO REPORTABLE INGREDIENTS IN LISTS SEARCHED:

1=ACGIH  ALL, 2=ACGIH A1, 3=ACGIH A2, 4=NTP CARC, 5=NTP SUS,6=IARC 1, 7=IARC 2A, 8=IARC 2B, 9=OSHA CARC, 10=OSHA Z, 11=TSCA 4, 12=TSCA 5a2, 13=TSCA 5e, 14=TSCA 6, 15=TSCA 12b, 16=CA P65 CARC, 17=CA P65 REPRO, 18=CA RTK, 19=FL RTK, 20=IL RTK, 21=LA RTK, 22=MI 293, 23=MN RTK, 24=NJ RTK, 25=PA RTK, 26=RI RTK

